
PAINTS & COATING

Application Instructions:
1. Apply at temperatures between 5-35°C and humidity below 80%.
2. Ensure application is in dry weather.
3. Avoid direct sunlight or strong winds during application.
4. Protect the surface from rapid drying and allow at least 12 hours of 
drying between coats. Clean tools immediately after use with water.

Coverage:
liters per m² 0.25

Technical Data:

Packaging and Storage:
- Volume: 1 liter, 5 liters, 18 liters.
- Storage: Store in a cool place for up to 12 months in a sealed container.

Short Description:
F-Silicato is a high-quality silicate-based mineral paint designed for 
historical buildings, ecological green buildings, natural construction, and 
new structures. This paint preserves the authentic appearance of the 
surface while maintaining its natural texture.
It is suitable for both interior and exterior walls, o�ering exceptional 
durability, breathability, and weather resistance.

Special Properties:
- Preserves historical and authentic �nishes
- High breathability – Allows vapor permeability, reducing moisture buildup
- Durable and weather-resistant – Suitable for extreme conditions
- Eco-friendly & non-toxic – Free from lead and harmful chemicals
- Compatible with multiple surfaces, including:
painted walls, gypsum plaster, concrete and bridges, silicate-based coatings

Surface Preparation:
The surface must be clean, dust-free, and dry.
Remove any loose parts, dirt, grease stains, or any other contaminants 
before application. For highly absorbent or weather-exposed surfaces, 
apply F20 Silicate Primer �rst and allow 4 to 24 hours for drying before 
applying F-Silicato.
First coat: Dilute 10-20% with F20 Silicate Primer and apply using a 
brush or roller.
Second coat: Dilute up to 10% with water, mix well, and apply with a brush 
or roller. The surface will achieve a matte mineral �nish.

Product does not contain copper. Usage of protective gear and proper ventilation is advised. If product touches the eyes, rinse thoroughly and seek medical assistance. Make sure 
package is properly sealed; do not hang from the handle. Keep away from children. Do not mix with any products not recommended by Fresco. The above recommendations do not 
substitute professional advice within individual work plans. All details mentioned above are based on research, knowledge and experience obtained during production and usage of the 
product; they should not be seen as a general, speci�c, or implied guarantee of any sorts. Our guarantee is for the quality of the product alone, the user must check compatibility with 
their speci�c needs. We reserve the right to revise or alter any details without prior notice.

F-SILICATO Silicate-Based Mineral Paint

Parameter
Binder
Density
Water vapor permeability (sd(H2O))
Color stability

Value
Potassium silicate and silica blend
1.20 g/cm³
0.02 m
A1

Fax:  972-86754050 phone:  972-8-6823424 P.O.B: Tel-aviv-jafa 68020  www.frescocolors.co.il | O�ce@frescocolors.com


